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Unit

Symbol

A6

A5

K5B

K2A

K3A

A17

A78

K1C

A8

A3

K8B

Property Pratical
Frequency

Range

Initial
Permeability

Curie
Temperature

Specific
Gravity

Loss
Factor

@ FREQUENCY

Temp. Coef.
of Initial

Permeability
20 - 70°C

MHz

0.01 - 0.5

0.1 - 1.0

0.1 - 1.0

0.1 - 2.0

0.1 - 1.0

0.1 - 5.0

0.1 - 2.0

0.1 - 2.0

0.3 - 7.0

0.4 - 20

0.5 - 20

µi

1800 ± 25%

1000 ± 25%

700 ± 25%

350 ± 25%

300 ± 25%

300 ± 25%

300 ± 25%

250 ± 25%

200 ± 25%

100 ± 25%

55 ± 25%

°C

Tc

>100

>130

>140

>150

>150

>300

>150

>200

>250

>300

>300

g/cm3

d

4.7

4.8

4.8

4.7

4.7

4.6

4.7

4.7

4.7

4.4

4.7

10-6 MHz

1/µi Q

75 (0.5)

280 (1.0)

250 (1.0)

60 (2.0)

100 (2.0)

90 (5.0)

60 (2.0)

110 (2.0)

35 (7.0)

160 (20)

400 (20)

10-6°C

 µir

0 - 3

2 - 5

0 - 7

15 - 40

4 - 12

0.7

15 - 40

3 - 10

19 - 32

55 - 130

5 - 15


